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 Basic Information :

CPU  Onboard Intel Celeron J1800 Dual Core 2.4 GHz 

TDP  10W

BOIS  AMI EFI BIOS

Chipset  Celeron Processor J series

Memory
 1 x SO-DIMM DDR3 Slot
 Support 2GB/4GB/8GB 
 DDR3-1333L/1600MHz

OS  WINDOWS 7/8/10, WES10, LINUX

PXE  YES

Network
 2 x Onboard RTL8111 Gigabit Ethernet NIC     
 10/100Mbps/1000Mbps BaseT LAN

Video
 Intel® HD Graphics for Intel Atom® Processor  
 Z3700 Series

 Input / Output Port :

Switch  1x Power On/Off Switch

Power  1x 12V DC In

USB  1x USB3.0, 3x USB2.0 

Display  1x HDMI, 1x VGA

LAN  2x RJ45 Giga LAN

Audio  1x Headphone jack and 1x Microphone jack

 Wi-Fi :

Module  1x MSATA-half slot for WIFI & Bluetooth Module

Antena  2x inner RF Cables and 2x external antennas 

 Storage :

MSATA  1x M-SATA3.0 Slot for MSATA SSD, support 6Gb/s

SATA  1x SATA3.0 Slot for SATA HDD or SSD, support 6Gb/s

 Production Dimension & Details : 

Size  170x125x40mm

Weight  Net 1.5kg, Gross 2kg

Shell  Black color aluminium alloy

Cooling Mode  Fanless, no cooling fan

Functions  PXE, Auto Power On, RTC
 Power and Working Environment : 

Input  100-240V AC/50-60Hz

Output  DC+12V~+19V, recommend 12V/5A

Operating Temperature  -20°C/+60 Centigrade

Storage Temperature  -30°C/+70 Centigrade

Relative Humidity  10%~95% @30°C(non-condensing)

 Package Content :

Standard  1xMini PC, 1xPower Adapter, 1xPower Cord, 1x Screws  
 Bag, 1xHDMI cable, 1x Wi-Fi antenna (Optional)

SMART 9530 J1800 Dual Core
CPU:  Onboard Celeron J1800 Dual Core 22nm CPU lntel
Dual Core J1800 Dual Core, Four Threads 2.4GHz up to
2.58GHz 1MB cache TDP 10W Intel HD Graphics.

PRODUCT HIGHLIGHT
Brushed Full aluminum alloy case, compact structure and fanless

system no any noise. 

Support 1x DDR3 RAM slot, max 8GB DDR3 RAM. 

Dual Gigabit Ethernet ports. 

Support HDMI + VGA two displays outputs. 

Support MSATA SSD + 2.5inch SATA 3.0 HDD together. 

Suitable for the SME, Education, Corporate, Industries 

APURVA COMPUTERS TECHNOLOGIES PVT. LTD. 
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