
 Parameter

 CPU   Intel Core i5 11th Gen Processor 4 Core 8 Threads

 RAM  2x SO-DIMM DDR4 2400/2666MHz memory

 Storage  1x M.2 2280 port supports NVME & SATA dual protocol 
 1x 2.5" SATA HDD/SDD 

 Graphics  Intel® Iris® Xe Graphics 

 Display Output  HDMI/DP; Support synchronous and asynchronous dual display

 Internet
 LAN : Intel i219 10m/100m/1000m Ethernet 

 Wi-Fi : 1x M.2 2230 for WiFi + BT 

 I/O Port
 Front Port  1x HDMI 1.4 out, 1x DP 1.2 out, 4x USB 3.0, 1x RJ45, 1x Power, 

 1x Restore, 1x Line out, 1x Mic in, 1x Type-C(USB 2.0) 

 Rear Port  1x JAE 80PIN : HDMI 2.0 out (4K/60Hz)

 Power Parameters  Power Supply  12V / 19V

 Size
 Size (mm)  Physical Size : 118 x 180 x 30mm   

 Weight (Kg)  N.W = 0.8 KG                                         G.W = 1.0 KG

 Temperature
 and Humidity

 Operating                  
 temperature  0°C ~ 45°C 

 Storage Temparature  -40°C ~ 80°C

 Working Humidity  10% ~ 95% @40°C No condensation 
 OS  Operating System  Windows 10/11, Linux 

 
Type-C

USB 
3.2M.24K

60Hz
Intel

Smart 9550 i5 11th Gen
CPU: Intel Core i5 11th Gen Processor
4 Cores 8 Threads, 8 MB Cache TDP 28W 
Intel® Iris® Xe Graphics 

PRODUCT HIGHLIGHT

Powered by Intel Core i5 11th Gen Processor
Wireless network supports hotspot function
Display DP/HDMI supports synchronous. 

BIOS supports diskless boot, power-on boot, 

Hardware supports one-key backup and restore system
Support JAE 80 PIN Port
Support TPM2.0

       Asynchronousdual display

       scheduled boot

Smart OPS media players feature an 80-pin JAE connector that supports various signal formats and
integrates multiple interfaces, including the power, display, video and audio systems, touchscreen,
and peripheral ports, for a truly innovative “slot-in” system design. Consequently, no cabling is
required, eliminating a potential obstacle to integration and compatibility

SMARTSATION Smart OPS is extremely suitable for deployment in conference rooms, classrooms,
shopping malls, and other retail sites etc.

TECHNICAL SPECIFICATION 

Corporate Office: 1210, 12th Floor, One World West, Bopal Approach BRTS Bus stop,
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